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SHEET 1 OF 1 SCHEMATIC SPECIFICATIONS
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ANSI/UL 1054 and CAN/CSA C22.2 No. 55 (E194579):

_ 15A 125VAC [UR, cU
10A 250VAC [UR, cUR]
() Om?) 1/3HP 125/250VAC [UR, cUR]
CONTACT RESISTANCE:
(WNTA?“EI;) (mwguEg) Initial: 35mQ Max. at S0VAC

INSULATION RESISTANCE:
100MQ Min. at 500VDC

DIELECTRIC STRENGTH:

0,976 [24.8]

E 1,500VAC For 1 Minute
N ELECTRICAL LIFE:
3 6,000 Cycles [UR, cUR]
TEMPERATURE:
Operating: —20°C to 105°C [UR, cUR]
APPROVALS:
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] o COLORS AND MARKINGS MATERIALS
3 \ [T | 3 0DY: BODY:
& Black Polyonide 6/6 (PAGE), UL94 V-2
0 0 [0) QL ACTUATOR: ACTUATOR:
— U [ Red Polyamide 6/6 (PA66), UL94 V-2
3 @ WARKNG: SPRINGS:
0.03120.002 [0.80£0051 0187 [4.75] /0 Vertical (1) Music Wire
— MARKING COLOR: PLUNGER:
0.276 [7.01 0287 [7.3] White Polyamide 6/6 (PAG6), UL94 V-2
1
MOBILE CONTACT:
0.732_[186] 0.858 [218] e g opper
0898 [22.8] CONTACTS:
Silver Alloy Clad Copper

TERMINALS:
Silver Plated Brass
Silver Plgted Copper

SUGGESTED PANEL CUTOUT

X
— PANEL THICKNESS X
0.030~0.048 [0.75~1.25] | 0.874 [22.2]
0.049~0.079 [1.25~2.00] | 0.882 [22.4]
~ N 0.079~0.118 [2.00~3.00] | 0.890 [22.6]
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