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Security Devices Industrial Controls

Electrical HousewaresKiosks

Specifications Features & Benefits

Applications / Markets

Part Number Configurator

PMV6 Series Anti-vandal Switch

Specifications subject to change without notice  9.19.2025

•	 16mm panel cutout
•	 UL3385 20AWG pre-stripped and tinned wire leads
•	 Multiple Actuator Colors
•	 SPST or SPDT, momentary pushbutton
•	 10,000 Cycle Electrical Life
•	 Crisp tactile response 
•	 IP67 rated

Electrical Rating: 2A, 24VDC 
Electrical Life: 10,000 Cycles
Contact Resistance: 100mΩ Max.@1A/12VDC(Initial Value) 
Insulation Resistance: 100 MΩ Min. @ 500VDC 
Dielectric Strength: 500Vrms @ sea level
Operating Temperature: -20°C to 65°C 
Travel: 1.5mm             
Moisture Protection: IP67 
Contact Arrangement: SPDT On-(On)
                                       SPST Off-(On)
                                       SPST On-(Off)
Actuation Force: 7N ±2N
Panel Thickness: 1-7mm
Mounting Nut Torque: 0.5-1Nm Max.

Medical Equipment

NOTES: 
( ) Denotes function is momentary

PMV6 D - Domed B - Black Nylon 6/6

Series Actuator

W - Wire leads 500mm

Terminal

1 - SPDT On-(On)
2 - SPST Off-(On)
3 - SPST On-(Off)

Function

BLK - Black
RED - Red
GRN - Green
WHT - White
BLU - Blue
YEL - Yellow

Housing Finish Actuator Color
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PMV6 Series Anti-vandal Switch

Recomended Panel Cutout

SHEET    OF1 3 5/14/2021100101167

SPST, ON-(ON)
( ) DENOTES
MOMENTARY

1

2
3

19.80
[.780 in]

15.00
[.591 in]

3.30
[.130 in]

18.50
[.728 in]

500.010.0
19.7.4 in[ ]

TERMINAL 3
TERMINAL 2
TERMINAL 1

(3) WIRE, 20 AWG,
AWM UL3385 WITH

ENDS PRE-STRIPPED
AND TINNED

M16 X 1.0

10.00
[.394 in]

1.20
[.047 in]

SWITCH WIRE LENGTH
SW1-1 WIRE, 20AWG AWM UL3385, GREEN 500.0 [19.7 in]
SW1-2 WIRE, 20AWG AWM UL3385, BLUE 500.0 [19.7 in]
SW1-3 WIRE, 20AWG AWM UL3385, BLACK 500.0 [19.7 in]

16.00 - .00
.20+

.630 -.000
.008+  in[ ]

3.01.0
.1.0 in[ ]

15.40
[.606 in]( )

Body Dimensions
SPDT Off-(On)

SPST Schematic

FUNCTION - 1



www.e-switch.com 800.867.2717 3

A
N

T
I-

V
A

N
D

A
L

 S
W

IT
C

H
E

S
D

E
T

E
C

TO
R

S
W

IT
C

H
E

S
D

IP
S

W
IT

C
H

E
S

K
E

Y
LO

C
K

S
W

IT
C

H
E

S
N

A
V

IG
A

T
IO

N
S

W
IT

C
H

E
S

R
O

C
K

E
R

S
W

IT
C

H
E

S
R

O
TA

R
Y

S
W

IT
C

H
E

S
S

LI
D

E
S

W
IT

C
H

E
S

S
N

A
P

 A
C

T
IO

N
S

W
IT

C
H

E
S

TA
C

T
IL

E
S

W
IT

C
H

E
S

TO
G

G
LE

S
W

IT
C

H
E

S
C

A
P

O
P

T
IO

N
S

P
U

S
H

B
U

T
TO

N
S

W
IT

C
H

E
S

A
N

T
I-

V
A

N
D

A
L

S
W

IT
C

H
E

S
PMV6 Series Anti-vandal Switch

SHEET    OF1 3 5/14/2021100101167

SPST, ON-(ON)
( ) DENOTES
MOMENTARY

1

2
3

19.80
[.780 in]

15.00
[.591 in]

3.30
[.130 in]

18.50
[.728 in]

500.010.0
19.7.4 in[ ]

TERMINAL 3
TERMINAL 2
TERMINAL 1

(3) WIRE, 20 AWG,
AWM UL3385 WITH

ENDS PRE-STRIPPED
AND TINNED

M16 X 1.0

10.00
[.394 in]

1.20
[.047 in]

SWITCH WIRE LENGTH
SW1-1 WIRE, 20AWG AWM UL3385, GREEN 500.0 [19.7 in]
SW1-2 WIRE, 20AWG AWM UL3385, BLUE 500.0 [19.7 in]
SW1-3 WIRE, 20AWG AWM UL3385, BLACK 500.0 [19.7 in]

16.00 - .00
.20+

.630 -.000
.008+  in[ ]

3.01.0
.1.0 in[ ]

15.40
[.606 in]( )

Body Dimensions
SPST Off-(On)

Recomended Panel Cutout SPST Schematic

FUNCTION - 2
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PMV6 Series Anti-vandal Switch

Recomended Panel Cutout

SHEET    OF1 3 5/14/2021100101167
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(3) WIRE, 20 AWG,
AWM UL3385 WITH

ENDS PRE-STRIPPED
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SWITCH WIRE LENGTH
SW1-1 WIRE, 20AWG AWM UL3385, GREEN 500.0 [19.7 in]
SW1-2 WIRE, 20AWG AWM UL3385, BLUE 500.0 [19.7 in]
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Body Dimensions
SPST On-(Off)

SPST Schematic

FUNCTION - 3


